Buick Juncrion Mobures Types 1777

B High density of contact points wired with B MNumerous interconnection schematics available for
G N standardized tools. all sizes.
? L .B B Crimp contacts B size 20 NF L 53-105.  (For size B METALLIC or COMPOSITE rails (with 60% weight
16 and 22, consult AIR LE). reduction).
B CQUICK ACTION: Modules assembled and B AR LB modules type 1777 are assembled on the
disassembled without special tools, whether in same rail with feedback modules, helerogeneous
SECTION B° sections or on the whole length of the rail. modules with inserted diodes, compaonant carrier
Sealing of modules is ensured by a patentad module, and (BJT) terminal junction blocks and
overmoulded grommet, typas 1750 - 1765,
M Points of contacts are identified alphabetically on B Mixed sizes and layouts availabie
the sealed grommaet. B Each module has a reference tag holder for easier
Contact layouts are indicated with a while line idantification.

symbolizing electrical circuils.

€) MODULE INSERTION € MODULE EXTRACTION

LA Module quide 1} Extraction tool position

a" Positioning for . a
B Fiing
iBY Interlocking guide for LB

Lo Module locking device

(d} Rail locking device
Tdentification
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RAIL REFERENCES

001751 **‘# * &
1 Metallic rail :

& Composite rail |00  Composite rail or anodized oz
i metallic rail N
| 07 Cadmium plated metallic rail
Number of modules ! . o 295 Kosmark
TN Dresllard-chos - Oz
Metallic: 01 - 02 - 03 etc... Cusbac, Canada H9B 301
Composite: 05 - 10 - 15 - Tel.: (514) 421-2153
and 20 modules Fax: (514) 421-3408
www.air-lb.ca
FOR ALL PRODUCT INFORMATION, CONSULT AR LB e .
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FEEDBACK MODULES suitable for Contact Size 20 (For sizes 16 and 12, consult AIR LB)

18 Contact - Size 20
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CRIMP CONTALTS (& 001104 200 92 001104 300 94
_.ﬁi;.inﬁhﬁ-};x'rnm:un TOOLS* 001104 200 25

| SEALING PLUG 001109 200 30

TesTING TOOL N 001111 200 02

*Metallic tools are also available (contact connection colours)

TECHNICAL DATA

In conformity with requirement 2 of NF F 16 102 and UL 94 VYo Standards

MECHANICAL SHOCKS A00-g 12 sinus, 6 ms
Miodule Material ; Copper alloy {3 shacks in 3 directions)
Grommeat Material f Blue fluorinated elastamer
Lontact Material Copper alloy
Protection } Gald plated or nickel plated SEAL I &6 with apgropriate cable &
Contact retention ! Sige 20 : B.9daN
MECHANICAL ENDURANCE ELECTRICAL
500 lecking and unlecking cycles R Section mm WG Current rating
B iR 18-20-22-24 1A
CLIMATIL DIELECTIC WITHSTANDING VOLTAGE: 1 500 Vs
Operating tempearationg 1 -5570 +150°C

SINUSOIDAL VIERATIONS

Frequency 1 from 10 to 2 400 Hz
Acceleration E 20 g





